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1) Ahead orientation:  

                                                                                      
 
 

 

 

2) Dismantling of  Compass for Installation:  
      
 
 

                                                                             
 
  

                                                                          

Mirror arrangement points in 
ahead direction. See Ahead 
marking  

Loosen these 4 screws around. 
Caution! 
When loosening these screws 
the compass will fall down! 
 
Do´nt open these screws, it will 
open the compass bowl and fluid 
will come out! 
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3.1) Fixing of BETA/4 binnacle: 
 
3.1.1) Use these screw holes  
 

                                                                                       
 
 
 
3.1.2) Fixing screw arrangement 

First temporarily fix the binnacle 
at oblong holes. 
 
 Then after final A‐correction 
also fix at remaining circular 
holes. 
 

90° 
45° 

Hole circle 
Diameter 
162 mm 

Inner  
Diameter 
144 mm 

Outer  
Diameter 
207 mm 

All hole dia. 6 mm 
B‐corrector fore‐aft direction 

c‐corrector port starboard direction 
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3.2) Fixing of BETA/5 binnacle: 
 
3.2.1) Use these screw holes: 

           

                                                                           

 
 
 
3.2.2) Cut out and fixing screw arrangement 
 
 
 
 
 
 
 

First temporarily fix the binnacle 
at oblong holes. 
 
 Then after final A‐correction 
also fix at remaining circular 
holes. 

90° 
45° 

Hole circle  
Diameter 
224 mm 

Hole circle  
Diameter 
162 mm 

Inner  
Diameter 
144 mm 

Cut out 
210 mm 

Outer Diameter 
240 mm 

All hole dia. 6 mm 
B‐corrector fore‐aft direction 

c‐corrector port starboard direction 
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4) Correctors: 
    Compass adjustment must only be done by a licensed compass adjuster because  
    of its safety relevance! 
 

 

 

                                                                                     
 
 
 
 
 
 

                                                                                    
 
 

 

D‐corrector brackets  
used in combination  
with a set of included  
weak iron µ‐stripes.  
Select the right length of 
necessary stripe and fix it 
between glass dome and 
bracket. For this loosen bracket 
screws.  

B‐correctors (longitudinal) 
 and 
 C‐correctors (cross ship) 
Adjustement can be done from 
outside by a non magnetic (!) 
screwdriver. 
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Heeling corrector plate 
consisting of grey, circular  
fixing plate,  
center magnet tube  
and magnet element screw 
inside to be installed in case 
BETA/4 between  
compass binnacle  
and wheelhouse top 
or  
in case of BETA/5 at inside fixing 
flange. 
Screws are yard supply. 
Use only non magnetic screws. 
 

This picture as to be seen 
through the wheelhouse top 
deck. Magnetic tube points to 
above. 

How to adjust heeling errors?
Unscrew the magnetic element.  
Find the right direction: North  up or North down.  
Find the right amount by reducing/increasing distance of magnet 
element to compass. 
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5) Steering: 
 
 

                                                                                          
 
 
 
6) Illumination: 
   

                                                                                 

Glue this light element to the 
glass dome surface. Select a 
most convenient position for 
your configuration.  
Red dot = 24 VDC 
no red dot = 12 VDC 

Arrange mirror device so that 
convenient reading of heading 
will be possible. Adjust here  
the position of mirror 
and here  
angle of mirror. 

Be aware that  
compass heading must be 
corrected by: 
Deviation (by compass 
adjustment), 
Variation (difference between 
magnetic and true North). 


